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Thermal power measuring follows in accordance with EN 442.
Middle connection is available per order.
Accessories (page 48, 49 and 50) is not part of the radiator.

Type H/L 
[mm]

Depth B1  
[mm]

Weight
[kg] 

Water capacity
[l]

Temperature
exponent [n] 

  Heating Output [W] 
 75/65/20°C 70/55/20°C 55/45/20°C

      Mirror Dimension
     H [mm]          L [mm]

Connection 
span [mm]

1800/560 59 35,4 8,3 1,259 1111 905 594       1500 350 510

1800/700 59 44,4 10,4 1,259 1348 1099 721      1500 490 650

1800/560

1800/700

1111

1348

F10V

F10L

F10V 1800 0280... F10V 1800 0420... F10V 1800 0560... F10L 1800 0560... F10L 1800 0700...Rail – 
position option

Rail – 
position option

 F10V

 Connection thread 4 × G1/2“

Max. operating overpressure 0,5 MPa

 Max. operating temperature 110 °C

 Number of profiles 4, 6, 8

 F10L

 Connection thread 4 × G1/2“

Max. operating overpressure 0,5 MPa

 Max. operating temperature 110 °C

 Number of profiles 8, 10

Type H/L 
[mm]

Depth B 
[mm]

Weight
[kg] 

Water capacity
[l]

Temperature
exponent [n] 

  Heating Output [W] 
 75/65/20°C 70/55/20°C 55/45/20°C

Connection
span [mm]

1800/280 50 17,6 4,1 1,259 609 496 326 230

1800/420 50 26,6 6,2 1,259 866 706 463 370

1800/560 50 35,4 8,3 1,259 1111 905 594 510
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F10L 1800 × 560

Connection options

F10V F10L


